SURVEY BOX AND DEEP SEAT CAP MARKED "SURVEY”
(D&L M—-8046 AND M—-8056, OR EQUAL)
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A FERROUS METAL OVER MONUMENT FOR RECOVERY
A BY DIP NEEDLE OR MAGNETIC INSERT IN CAF.
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24" MIN.

2

LEVELED AFTER ASPHALT
REMOVAL AND PRIOR TO
THE PLACEMENT OF THE
CONCRETE COLLAR.

FERROUS METAL /\

GROUND_S URFAC‘E

1 1/2” MIN. NONFERROUS CAP WITH PROFESSIONAL
LAND SURVEYOR NO. PERMANENTLY ATTACHED PRIOR TO
PLACEMENT.

% PORTLAND CEMENT CONCRETE (P.C.C.) SHALL HAVE THE

FOLLOWING CHARACTERISTICS:

STRENGTH AT 28 DAYS, MIN. 6 SACKS OF CEMENT PER

5/8" METALLIC SHAFT (SMOOTH SHAFTS TO BE DEFORMED).

CUBIC YARD WITH A MAX. WATER/CEMENT RATIO OF 0.45,

AIR ENTRAINMENT 6% +1.5%, SLUMP AT 1 TO 4 INCHES.

ALL MATERIALS SHALL CONFORM TO SSPWC SECTION 20Z2.

PRE—PUNCHED CAPS SHALL NOT BE PERMITTED.
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